- @ More economical Better performance More reliable More comfortable [T _..
economical price overall improved Optimized key parts Optimized ergonomics
- - \ A J N 7N J high end configuration working efficiency improves truck reliability. offers new driving experience. \ J
17% improved of Mast 80% energy saved 25% reduced of steering 30% optimized of 2 7% increased of Vibration isolation 66% enlarged of 5% energy saved
. : : . . view (two-stage full free of LED lights wheel' ssteering force brake force brake drum’ shardness rateinidling: 804  brakepedaldimension  of hydraulic system
K2 series 4-5t internal combustion forklift truck not only has strong and tough appearance but also has modern and beautiful style. Its ift mast) (hydrodynamic truck)

core parts have been fully verified by the market and are mature and reliable. The whole truck highlights the traditional attributes of
durability and high cost perfermance. The truck integrates R & D design concepts of "safety", "reliability" and "high efficiency" and

"comfort" and combines technical exploration and design innovation in the field of internal combustion forklift truck in nearly half a K2 series In'l'e rnal CombUShOn
Counterbalanced Forklift Truck

century and the latest technelogy and process development.

Complete hard corgfonfiguration W

Engine configuration is rich and a number of powerful and low emission engines are optional. The tuck has strong capacity and is suitable for high duty
application to meet your requirements.

Standard configuration of HELI homemade drive axle has high casting accuracy and strong strength which ntees safety.

Transmission box configuration is rich. Single lever mechanical transmission box, double lever mechanical tFfi8mission box and hydrodynamic transmis- The standard Standard configuration of buffering ~ Optimized mast structure effectively T — e - — — Enlarged high positioned  Enlarged grained Standard configuration of combined

i - i i i - ~ let grid make leath tiskid handle  handle integrating electro h |
sion box have been fully verified by the market and they are mature and reliable, and you can choose without worry. ﬁ{g}ﬂ?s u;ﬂg?ﬂeﬂf LED EB;'&E&“E cylinder offerscomfort  improves driver’ s view. . : e - = : ﬁ:gﬂ;m gs,%gngﬂqe.‘ffﬁ'ﬁ the iﬁpéﬂgg thecofficit re?u%m?r:g e |'2 Ao nr?g an“éiﬁ?élt:tcs

The tyre of steering axle is equipped with Zhengxin 7.00-12-14PR tyre with plying rating 14 which has the characteristics of high bearing capacity, wear features of _ e @ using of engine power of access and egress. fat'.llltatESGpEfﬂhDﬂ (hydrodynamic truck).
resistance and long service life. enviroment friendly. . : _. more sufficiently.

More reliable - l -

The brake system has been upgraded. Hardness improved brake drum, optimized brake and upgraded brake master cylinder effectively improve the
braking reliability and comfort.

The hydrodynamic truck adopts hydraulic assisted braking systemwhis swerking envirenment tolerance (such as dust), and the braking
performance is more stable ang#

Enlarged high positiong

| | Airinlet grid Front handle L\ Handle assembly

WIdE view mast

Large screen LCD mstrurnent

Large screen LCD ins ction. Mature and reliable

electro-hydraulic re | ) i P S Large hicrfenli_ﬂt[;tinﬂ_}r#"f'e';t wera{ly

High strength allo 3 ad the work is more safe | p— i e — B Upgraded brake drum and brake unit monitortruck state. [ he instrumen

and reliable o o y | P ———————" | improves brake reliability and operation F"gflaﬁ real time engine and truck fault
S L s wi . comfort. information and humanized reminder,

More efficien

Enlarged diameter 85, optimized pipeline arrangement and reduced temperat -i-y-nprwe:a the service
life of hydraulic com & and maintenance cost in the life cycle.

The application of de raulic system provides oil supply as required. The front pi iogether only when the
mast is lifting. Itis Rl nt. | y

Standard configuration Ying and environment friendly and has long service life:

Standard configuratie ity to steering, rec =ne =

Wide brake pedal

Air cleaner alarm

More exceller Optimized pedal layout improves
operation comfort (hydrodynamic truck) . Standard configuration of air cleaner
alarm reminds customer to maintain the
air cleaner in time so as to protect engine

and improve engine reliability.

Optimized cooling cha reatly and thus improve the
n\!llall::lllli:yf.:gc key parts sug |

1 fitain the air cl€ . ‘and improve eng
fers a perfect - ration reduct

professio naI :alculata::- n (hydre
Optimized bi-wiring screw lock meek ore convenieg - sraded with 2 new intelligent
to prevent the starting from seconl : ability of the g

Optimized brake pedal and acceleratof pedals it ile operation mode improve driviny
Small diameter steering wheel offers efficiEntand convenien "Eratlnn reducesthe ope snsity andimproves the driver's operation convenience.
Integrated handle switch (hydrodynamictruek) and standarc lifti inde =r bui new driving experience.
Enlarged grained leather antiskid handle; half enclosed seat, : anti-skidmetalpedaland hood lock make the operation more 5
comfortable. \ : : p Standard configuration of Zhengxin tyre Optimized bi-wiring screw lock
A with plying rating 14 improves tyre service mechanism makes locking adjusting
life. more convenient.

7-- e . ANHUI HELI CO ., LTD. > 7z . / | \
_ - ADD:NO 668 Fangxing Street Economical Development g A f - A KH,
Zone Hefel P.R.China AUTHORIZED DEALER / ! / \ \

TEL:(86 551 }635394 o8

m & FAX:(86 551)63639966 Double pump confluence "Enlarged clla meter of pipelines Cooling system

WEBSITE: http fewew chiforklift.com

.,;-'l_'-.-_- "M b

Main contactor A - Metal pedal Clip type installation

Flexible connected
hydraulic transmission

R o 1S EMAIL chi@chiforklift.com The application of double pump Enlarged diameter of hydraulic system Enlarged aluminum plate fin radiator After nearly 30 years of market The opening mechanism of engine hood ~ Standard Cﬂ”"%umﬂﬂﬂ of power main contactor realizes Metal pedalis reliable and durable, Clip type installation of floor board
. _ - _ _ _ _ hiforklift confluence hydraulic s dvs.tem provides ail pipelines reduces pressure loss and makes three kinds of temperature are validation, the flexible connected is simple and reliable. Key lockis optional. Eﬂﬂgﬁgﬂf&f’ug‘ dﬂgy”;ﬁgﬁgﬁguﬁ?ngmmﬁﬁgﬁmn U, makes assembly and disassembly easy.
Details of specifications and equipment are based on information available www.chitorkiit.com supply as required and reduces energy prolongs hydraulic system service life. controlled in a good range and effectively  hydraulic transmission is mature i dlce i o e e mfghm RIS

Latch opening mechanism

atthe time of printing and may change without notice. Catalog Mo 201026 Fokell Frint consumption of the whole truck. improves the reliability of the system. and reliable. protect the ofwhole electric system.



K2 series Internal Combustion 7=\ /(Tﬁ%*\\\\\

Counterbalanced Forklift Truck =/ 1
|5E}_%_1§601 1SO14001 - Ast: right angle stacking aisle width L
a: Clearance
- - | — b: Lowd Lengt
FICS CHL Intelligent Fleet Management System (optional) Manufacturer and Technical Data A ‘ : 4-5t Wide View Standard Mast
' | ﬂ s Load capacity (load center 500mm service weight mast overall | mast tilting
Characteristics ! Mast model hM :ﬁ‘xl_-ll'ﬁ' ng Basio } e height (fork to angle
TR CHIt f =l A At 4.5t 5t 4t 4.5t 5t the ground) a7
. danuiacturer ! ! ! ! . .
W1 W3 W5 M260 2600 4000 4500 5000 6244(6414) 6444(6614) | 6704(6874) 2075 6°/12
1.02 | Model CPC40|CPCD40 CP(Q)YD40 CPC45|CPCD45 CP(Q)YD45/ CPC50|CPCD50(CP(Q)YD50 Vo T e 00 e 6256(6426) | 6456(6626) | 6716(6886) e 6/12°
1.03 | Power mode ' LPG Diesel LPG Diesel LPG P
_ Diesel e 'E5E45m = o | M300 3000 4000 4500 5000 | 6290(6460) | 6490(6660) | 6750(6920) | 2275 6°/12
104 | Yateccapacly R | % . M330 3300 4000 4500 5000 | 6324(6494) | 6524(6694) | 6784(6954) @ 2425 6°/12°
LE5| Hoed eepterdiatnte ¢ | o 20 EAD =k r / M350 3500 4000 4500 5000 | 6347(6517) | 6547(6717) | 6807(6977) | 2525 6°/12°
105 | Drvingmode Seale Ast=r+L2+b+a 7 M370 3700 4000 4500 5000 | 6370(6540) | 6570(6740) | 6830(7000) & 2625 6°/12°
Dinepemps M400 4000 4000 4500 5000 6459(6629) = 6659(6829) | 6919(7089) 2825 6°/6°
201 | Max height,extended (Withbackrest) | H2 | mm 4250 M425 4250 2500 2= 2000 | 6488(6658) | 6688(6858) | 6948(7118) = 2950 6°/6°
2.02 | Freelifting height H | mm miai 5000 T M450 4500 3100 4200 2200 | 6517(6687) | 6717(6887) | 6977(7147) | 3075 6°/6°
203 | Height (mastlowered) HL: | mm 2275 ™ M4T75 4750 L g 4230 | 6546(6716) | 6746(6916) | 7006(7176) | 3200 6°/6°
— 4500
2O | Frealiftivg hicight H3: | mm 120 £ . e M500 5000 a0 o 4900 | 6573(6743) | 6773(6943) | 7033(7203) | 3325 6°/6°
Baclestheight B 4000 - oy 2800 32001 3600 6879(7049) | 7139(7309) | 3575 >/6°
E (calculated from the surface of the fork) il ) o 120 g \ R“'--ﬁ,_h Note: The vertical axis stands for load capacity and the horizontal axis M0 =0 %% %—8%8 %%’3’8 el ioiast { ) { ) j -
2.06 Ejgaﬁgstetg?wetgfﬂimhmﬁ;rd HA: | A25h g = S TS stands for load center which is calculated from the front of the fork. The base M600 6000 C . *2900 *3200 . *3600 6735(6905) | 6935(7105) | 7195(7365) 3825 3°/6
-"‘-._‘ u mym = . = ]
i point of the standard load refers to the center position of the cube with Mote:* stands for the rated capacity when the front tyre is double-tyre. _ _
207 | Heightot D"u'EI"'IE%Id gu‘.an:l H4 | mm 2 2009 1"""%-..______1 1000mm length of side. When mast is tilted forward, nonstandard fork usage !{r& IE‘E% weigehié: :I::.Q{Iaﬂrﬂ tﬁ‘e wi.reight without brackets is the weight of mechanical truck (CPC type), the weight with brackets is that of hydrodynamic truck
2.08 | Overalllength (with/withoutfork) LU | mm 4460/3240 2500 or load with over wide goods, load capacity will be reduced. Different load ype, type).
2.09 | Frontoverhang 12 | mm 560 LOAD GENTER (mm) 500 500 700 800 900 1000 capacity in different load center can be known in time through load chart. 4-5t Full Free 2-Stage Mast
FICS CHL intelligent fleet management system is an information system using cloud computing and Internet of things technology. 2.10 | Rearoverhang L3 | mm 580 oct mode| | Maxifting Load capacity (load center 500mm) service weight hrgiagﬁtcﬁc?mltlu I'Eglhf{tmﬁh maa;,:_;l tif”g
It can help fleet managers to know the operation of the fleet and the performance of drivers in real time. The system software platform 2.11 | Wheelbase L1 | mm 2100 Technical parameters height (mm) At 4.5t 5t At 4.5t 5t theground)  backrest) L
intefgrates the i‘nfc:rm ation and data FDHECt:EtE] by |ntell|g?nt Tﬁrmln?ls to provide optimization analys: fm: np;:atmr ::r_west;'r;leni, 519 | TownEeolfing heght e | mn 300 Truck performance parameters —— — A A5G = 6340(6510) | 6540(6710) | 6800(6970)| 2110 900 6°/12°
eq u‘lpmer?t maintenance and operation efficiency. HELI intelligent _leet management Sy"stem can customize the solution of flee 17| G e bR | e | 175 SR CPC40/45/50 CPCA0/45/50 CPCDA0/45/50 | CPCDA0/45/50 | CP(Q)YDAO/45/50 e —_ 1000 1500 2000 e e e 2160 050 i
optimization for you, and make your team the performance champion through the continuous optimization management. : ? _ _ - = - o
2.14 | Overall width W1 | mm 1480 Configuration number QC5K2/QCTK2/XCSK2 | Segidminaks o M4K2 KU2K2 ZM300 3000 4000 4500 5000 | 6397(6567) | 6597(6767) | 6857(7027)| 2305 1095 6°/12
Standard Optional 2.15 | Distance across fork-arms, Max./Min. W5 | mm 1340/300 Transmission geers (front/rear) e s | (onune s i ckaaeys) | Electrohydraulic reversing (forward 2 backward 1) ZM330 3300 4000 4500 5000 | 6441(6611) | 6641(6811) | 6901(7071)| 2455 1245 6°/12°
Sl P 2.16 | Tread,front/rear W3/W2| mm 1180/1190 Travelspeed (laden/unladen)  km/h 21/21.6 18/18.5 24/25 25/26 25/26 ZM350 3500 4000 4500 5000 | 6470(6640) | 6670(6840) | 6930(7100)| 2555 1345 6°/12°
. : multi organizati izati | . ; o Lift speed (laden/unladen 530/560 440/500 530/580 6°/12°
’;‘;:tm[::iﬂ: ?:f:r:;;:i:: :::nrﬂg;::z:?n decentralization management, truck basic » Personnel management: authority control, trucks can only be 2.17 | Min. outside tuming radius r mm 2930 L' SP? ( ‘:‘Ifl:: d }lad ] mmy/s 500/530 ‘mﬂj = / 7ZM375 3750 4000 4500 5000 6506(6676) | 6706(6876) | 6966(7136) 2680 1470 /
e Truck positioning: GPS / base station positioning, truck trajectory playback. Stfic Stk pessing ‘j’j“““’ "’”Te“ﬁ‘:fd“”"; sl 2.18 | Min. internal turning radius r | mm 215 owering speed (laden/unladen) |mm/s ZM400 4000 4000 4500 5000 | 6563(6733) | 6763(6933) | 7023(7193) | 2805 1595 6°/6
« State monitoring: truck on and off, voltage, electricity, working time and other state ¢ Safetymanagement: etec.t e s T . . . Max.drawbar pull (laden/unladen) | kN 31/20 30/20 39/22 28/22 28/22 ZM450 4500 3100 4200 L4200 6635(6805) | 6835(7005) | 7095(7265) 3055 1845 6°/6°
e the drivin | k le width mm 2900 : _ 4000 4500  *5000 |
et h mentorng overspeed and other safety incidents, to improv g 2.19 | Min.right angle stacking aisle widt Ra M deability (laden/unladen) 2420 22/20 26/20 70 =20 3900 3200 2000 P
* Fault reminder: fault cc.-cle, truck fault alarm. compliance. 290 Right angle stacking aisle width a/f | deg 4690 ax.gradeability {laden/unladen % _ = o ZM500 5000 *3400 *1000 " 4 6708(6878) | 6908(7078) | 7168(7338) 3305 2095 6°/6
« Maintenance management: automatically remind maintenance information and : Erghpi?gﬁtg%gﬁr?gg?sﬂwidm 1690 ZM550 5500 *%g% *3% *% 6824(6994) | 7024(7184) | 7284(7454) 3555 | 345 3°/6°
maintenance scheduling record management. 221 | jor pallet 800 x1200mm LAxWxT mm Model and main parameters of optional engines ZM600 ' 6000 ,2600 3000 3300 6873(7043) | 7073(7243) | 7333(7503) 2805 2595 3°/6°
S iemagnisont roxiocl irareinp o o d anywh 22| Mesttitangie fonard backwarc) Ast | mm o2 battery voltage/| rated power/ | ratedtorque/ | . eN8INe | enginecylinder | o, ; N ds for the rated 'tﬁg{:} the f ﬁgﬂ is d blgﬂtz?ﬂ
App M t: trol th ing state of the fleet i i . S : atiery voltage/ | rated power : - amission ote:* stands for the rated capacity when the front tyre is double-tyre. _ _ _ _
PR Management:contm) Ehe ranming SEre oF e lesk anynmeand anywhare 2.23 | Forksize Ast | mm 1070x150x50 Enginemodel Engineinstruction Truckmodel capacity (V/Ah) | speed (Kw/rpm) |speed (Nm/rpm) dlspﬁﬁmnt "ughr:ﬂ&?er standard ?& ITI% u::lljgehl:: tl::nilaﬂrﬂ :::EEE ui.reight without brackets is the weight of mechanical truck (CPC type), the weight with brackets is that of hydrodynamic truck
: : Weight 498 electronic | CPCA40~50-QC5K2 '
Eel:tin Optionat Optional attachments - Quanchai 4C6-85U32]  unit pump CPCA0~50-QC4K2 24/80 62.5/2200 |300/1600-1800|  3.47 4-98% 115 | Chinalll 4-5t Full Free 3-Stage Mast
e it ' ' ' i e ' i ight mastoverall  free liftin t tilti
Wide view mast Cab High exhausting _ | Side shifter 302 | Axle load (laden front/rear) kg |8675/1615 8815/1645  |9600/1390 9680/1480 10430/1320|  10500/1420 l : PR CERD Ml Max.lifting Load capacity (load center 500mm) service weig helght ffork to | height (with maaﬂn ie ng
Standard fork Heater Protective bush for steering cylinder Paper roll clamp _ 498n?teﬁmnlc S3 60/2200 | 300/1600-1800 Ll 4.885 115 | Chinali height (mm) At 4 5¢ 5t At 4.5t 5t the ground) | backrest) ﬂ%
Standard backrest Air conditioner Protective bush for tilting cylinder Rotating fork 3.03 | Axle load (unladen,front/rear) Kg |2772/3518| 2776/3694  |2830/3660|  2865/3795 2860/3890 |  2965/3955 Xinchang 4D35ZG31 +;-'u -EII:"ChEIF'} . CPC40~50-XCoK2 / : —
- P & CPCD40~50-XCTK2 ZSM360 = 3600 4000 4500 5000 | 6541(6711) | 6741(6911) | 7T001(7171) | 2134 924 6°/6
Standard overhead guard Overhead guard for operation Custom madecolor Cargo boom Wheels | _ Gl 51800 { } o T — _ — =
Rain proof hood of overhead guard in container Protective net for counter weight Drum clamp T %/2(Double-tvre 4X/2 o 4102 electronic unit CPCAO~50-WXSK) _ Z5M392 3920 1000 *4500 *5000 6581(6751) | 6781
Led combined instrument Wi I'Idshh ie ld glilas's [FStE'leil:ap I.Eﬁectlive nEt:l' Eﬂtitl ;tg 'Clam p 4.01 "':'.".I"hEEIS,I'ILImbEI' fl'ﬂl'lt.u"rreal' {K_dl'wen WhEElS} .I'F F'E ou Ettyz J" } Xichai 4D¥23-82GGE3U pu;%':ﬁtleﬁl.ggcgg:ge CPCD40~-50-WXTK2 24;3{} EUIZZDD 32{]! 1400-1700 3.85 A4-102%x118 | Chinalil ZSM435 4350 ; 3500 *géﬁ_ﬁ' *jg_ﬁg 6538{6&[}8} 6838{7&}8] TUQB{T 258} 2379 1169 EQ'I'IE-D
Pneumatic tyre Iron sheet celling uel tank loc ork extension 402 | Tyretype neumatic tyre g%% i 1500 —
Traction pin Dual air cleaner Integrated horn button Load stabilizer 103 | Toe st 895 15 14PR 300-15.18PR 498 electric controlled | CPC40-50-QCTK2 | ZSM450 4500 *3500 *4900 4700 6658(6828) | 6858(7028) | 7118(7288) 2430 1220 6°/6
Foast oy Solid tyre Slings Tilting fork : yre size fron i Quanchai 4C6-88C31| high pressure common CPC40-50-QC8K2 12/80 65/2200 350/1800 3.47 4-98%115 | Chinalll T 3250 3800 4050 6634(6354) | 6884(7054) | 7144(7314) | 2496 e 6°/6°
i JuBLigre 5, pansion seet i i I e (AR AR e B S ZSM480 | 4800 1% 339889m 3 %8] 30 | 6697(6867) | 6897(7067) | 7157(7327) | 2529 | 1319 6°/6°
Standard sea Fan Custom madecolor Sanitation fork : _ ) *3300 x r
o : Doubl front 8.25-15-14PR/7.00-12-14PR ; e h | pum China lll/ w——
Control valve Warning light Fics Dualjib 4.05 | Doubletyresize (front/rear) / Mitsubishi S6S | naturally sspirated | CPCD40-50-M4K2 | 24/80 52/2300 248/1700 |  4.996 6-04x120 | £, O A ZSM500 | 5000 3029 3800 3900 | 6737(6907) | 6937(7107) | T197(7367) | 2629 1419 6°/6
Backward buzzer Rear working light gldeshlftlng tilting fork Otherdata | bk oedal e (e . o — e 7SM540 5400 *%S% *%HBB *%%HH 6814(6984) | 7014(7184) | 7274(7444) 1754 1544 6°/6°
R ing i ; ' dar oom : Vacuum assisted braking- type (mechanical tru ubota | _ L s =
::;L:llgﬁzrsteering - Overspeed alamm T et 5.01 | Service brake hydraulic assisted braking pedal type(hydrodynamic truick) Nomesrtificated type) | gasoline dual fuel | CPQYDA0-50-KU2K2|  12/80 60.7/2400 | 273/1200 | 273/1200 | 4-100x120 zsMe00 | G000 | L2800 | 2800 | 3150 |eapy(ronn) | 7122(7292) | 7382(7552) | 2994 = /6
Rearview mirror Fire extinguisher 902 | Fandng bk Mecianicakhand Jever Kubota WG3800 : Mote:* stands for the rated capacity when the front tyre is double-tyre.
Combined instrument Purification muffler 5.03 | Fueltank capacity 90 [”L::'“iemﬁﬁtfd type) LPG single fuel EFHERE ARl 2t 12/80 63.2/2400 282.4/1200 | 282.4/1200 4-100x120 In the weight column, tﬁle weight without brackets is the weight of mechanical truck (CPC type), the weight with brackets is that of hydrodynamic truck
Torque converter oil level gauge Outfire muffler : Pe (CPCD type, CP (Q) YD type).

Widen backrest



